
CSN® AIR HEATER TYPE 830

Protection mode IP 54 

transportable 

Application: 
E.g. spot heating of production processes,drying of pipes
Consisting of:
• a steel sheet duct with incorporated tubular heating elements,
• terminal box,
• thermostates,
• switch and a blower,
• suitable for connection to a pipe system
• with 5 m connection cable,
• time-delay relay
• CEE plug

Control: 

1. step = cold, only the fan is switched-on
2. step = half capacity
3. step = full capacity

Air heater, type 830/.. are suitable for voltages up to 690 V 3 ph. If necessary, heater could be equipped 
with other blowers, e.g. high pressure blowers.

Type Power 
kW Dimensions in mm Fan

A B C
flow	rate, 

freeblowing 
m³/h

stat. pressure 
/ Pa

830/  9 
830/12 
830/15 
830/18

  9,0 
12,0 
15,0 
18,0

700 
850 
1005 
1315

1070 
1220 
1375 
1690

560 
560 
560 
600

600 
600 
600 
840

1500 
1500 
1500 
1800

По всем вопросам обращайтесь в компанию "ТИ-СИСТЕМС":
Тел/факс: +7(495)7774788, 5007154, 55, 65, 7489626, +7(925)7489127, 28, 29

Электронная почта: info@tisys.ru Интернет: www.tisys.ru   www.tisys.kz   www.tisys.by




